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 
Abstract² We propose a new formulation for high-efficiency 
modes of power amplifiers in which both the in-phase and out-of-
phase components of the second harmonic of the current are 
varied, in addition to the second harmonic component of the 
voltage. A reduction of the in-phase component of the second 
harmonic of current allows reduction of the phase difference 
between the voltage and current waveforms, thereby increasing 
the power factor and efficiency. Our proposed waveforms offer a 
continuous design space between the class B/J continuum and 
continuous F-1 achieving an efficiency of up to 91% in theory, but 
over a wider design space than F-1. These waveforms require a 
short at third and higher harmonic impedances which are easier 
to achieve at higher frequency. The fabricated amplifier using a 
GaN HEMT CGH40010F achieves 79.7% drain efficiency and 42.2 
dBm saturated output power at 2.6 GHz, which gives a frequency 
weighted efficiency of 92.4%  ?ࡳࡴࢠ૝  with this device.  
  
Index Terms²Class B/J/J* continuum, Continuous class F-1, 
High efficiency, Power amplifier, GaN HEMT 
I. INTRODUCTION 
HE class B/J continuum for amplifier design, first proposed 
by Cripps [1], utilizes the second harmonic of voltage to 
increase the fundamental component through the device. An 
increase in the magnitude of this second harmonic by a factor 
of ĮZKHUHĮא[-1,1], increases the fundamental component 
by  ? ? ൅ ߙଶ. However, such an approach does not benefit the 
efficiency nor the output power of the amplifier because of the 
corresponding increase in mismatch between the phase of the 
fundamental components of voltage and current [2]. The only 
benefit of class B/J continuum is its flexibility of design space. 
Shaping the drain current waveform for a high quadrature 
second harmonic component by generating suitably phased 
harmonics at the input voltage via a varactor diode is shown to 
reduce the phase mismatch and increase efficiency [2]. On the 
other hand, continuous class F-1 (CCF-1), proposed by Kim [3], 
relies on load impedances to eliminate the in-phase component 
of the second harmonic and manipulation of the quadrature 
component of the second harmonic of the current in class J. The 
voltage waveform of continuous class F-1 is the same as that in 
class J for |Į|=1 but with fundamental and second harmonic 
FRPSRQHQWVSKDVHVKLIWHGE\ʌDQGʌ respectively. This shift 
UHGXFHVWKHSKDVHPLVPDWFKIURPʌLQFODVV-WRLQFODVV)-1, 
thereby increasing the power factor. As a result, the drain 
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efficiency of class F-1 is 91% as opposed to 78.5% in class J 
with a short at third and higher harmonics. These classes 
represent two extremities, of manipulating the second harmonic 
of the current. We propose a new contiguous set of current 
waveforms between these classes whereby the in-phase 
component of the second harmonic of the current in class J is 
partially removed to achieve higher efficiency than class J. 
II. FORMULATION 
The drain current in a class B/J continuum is [1]  ܫ஽ௌሺ௃ሻሺɅሻ ൌ ܫ௠Ȁߨ ൅ ሼܫ௠Ȁ ?ሽ ሺߠሻ ൅ ሼሺ ?ܫ௠ሻȀ ?Ɏሽሺ ?Ʌሻ ൅ C?ሺ ?ሻ 
Where, ܫ௠ is the maximum current of the device. The 
fundamental and second harmonic load impedances result in 
removal of the second harmonic component (݅ଶሺߠሻ) from ܫ஽ௌሺ௃ሻሺɅሻ [3]. The resulting drain current of the device (ܫௗ௦ሺɅሻ), 
is given as ܫ஽ௌሺɅሻ ൌ ൝ܫ஽ௌሺ௃ሻሺɅሻ െ ݅ଶሺߠሻ ൬ ?െ  ? ?൰ Ɏ ൏ ߠ ൏ ൬ ?൅  ? ?൰ Ɏ ? ݋ݐ݄݁ݎݓ݅ݏ݁ ሺ ?ሻ 
Where, ݌ is an integer. We express ݅ଶሺߠሻ as in (3), wherein, the 
in-phase component of the second harmonic of the current in 
class J is partially removed by a factor (k). ݅ଶሺɅሻ ൌ ݇ሼሺ ?ܫ௠ሻȀ ?Ɏሽሼ ?ሺ ?Ʌሻሽ െ ܥொ ሺ ?Ʌሻ Ǣ  ? ൑ ݇ ൑  ? ሺ ?ሻ 
Where, CQ is an arbitrary real number. The minimum of ȁ୕ȁ 
is zero and the maximum it can attain is such that the peak 
current of ܫ஽ௌሺɅሻ is Im. k = ܥொ ൌ  ?, in class B/J continuum [1] 
whereas k=1 in CCF-1 [3]. ܫୈୗሺɅሻ can be approximated as ܫ஽ௌሺɅሻ ൎ ܫ௠ȀɎ ൅ ܣ௜ଵ ܿ݋ݏሺɅሻ ൅ ܤ௜ଵ ݏ݅݊ሺɅሻ ൅ ܣ௜ଶ ܿ݋ݏሺ ?Ʌሻ൅ ܤ௜ଶ ݏ݅݊ሺ ?Ʌሻ ൅ ܣ௜ଷ ܿ݋ݏሺ ?Ʌሻ ൅ܤ௜ଷ ݏ݅݊ሺ ?Ʌሻ ሺ ?ሻ 
Where, ܣ௜ଵ ൌ ܫ௠ ൤ ? ?െ  ?݇ ?Ɏଶ൨ Ǣ ܣ௜ଶ ൌ  ?ܫ௠ ?Ɏ ሺ ? െ ሻ݇Ǣ ܣ௜ଷ ൌ െ  ?݇ܫ௠ ?Ɏଶ  ሺ ?ሻ ܤ௜ଵ ൌ  ?Ⱦܣ௜ଵȀሺ ?ɎሻǢܤ௜ଶ ൌ ୕ ൌ Ⱦܣ௜ଵǢ ܤ௜ଷ ൌ  ?Ⱦܣ௜ଵȀሺ ?Ɏሻ ሺ ?ሻ 
:KHUHZHGHILQHȕDV୕/ܣ௜ଵ. The phases of the fundamental 
(Ʌଵ) and second harmonic (Ʌଶ) components of the current are Ʌଵ ൌ ିଵሺ ?ȾȀ ?Ɏሻ Ǣ Ʌଶ ൌ ିଵሺߚሼ ?ߨȀ ? െ  ?݇Ȁሺ ?ߨሻሽ ሺ ? െ ݇ሻ ? ሻ ሺ ?ሻ 
We propose drain voltage waveforms with a phase of ʌ at 
the second harmonic frequency, so that the load at the second 
harmonic is purely reactive, and remains above the knee voltage 
(୩) for all values of k in the following equation (8) as:  ஽ܸௌ ൌ ୩ ൅ ሺ ஽ܸ஼ െ ୩ሻሼ ? െሺߠ െ ߠଶȀ ?ሻെߙ ሺߠ െ ߠଶȀ ?ሻ ൅ ߙ ሺ ?ߠ െ ߠଶሻ Ȁ ?ሽ ሺ ?ሻ 
This voltage waveform is obtained by shifting the fundamental 
and second harmonic components of the voltage waveform of 
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2 
class B/J by ɅଶȀ ? and Ʌଶ respectively, giving an overall phase 
difference between the fundamental components of the current 
and voltage waveforms Ȳ௣௙ as: Ȳ୮୤ ൌ Ȳ௣௙ሺ௃ሻ െ Ʌଵ ൅ ߠଶȀ ?ǢȲ௣௙ሺ௃ሻ ൌ ିଵሺߙሻ ሺ ?ሻ 
Where, Ȳ௣௙ሺ௃ሻ is the phase difference between the current and 
voltage waveform in class J. As k is increased from 0 to 1, from 
(7)ș2 LQFUHDVHVIURPWRʌLIȕLVSRVLWLYHRUWR-ʌLIȕLV
negative. Hence b\FKRRVLQJĮDQGȕZLWKRSSRVLWHVLJQs, from ሺ ?ሻLWFDQEHREVHUYHGWKDWș2 negates the effect of Įin Ȳ௣௙ሺ௃ሻ. 
The voltage and current waveforms in class J and our proposed 
class for k=0.52 are plotted in Fig. 1 (a), to demonstrate the 
UHGXFWLRQLQSKDVHGLIIHUHQFHȕ!DQGȕUHVXOWLQDSHDNLQJ
of current to the right and left, respectively.  
The output power (୭୳୲) and efficiency (ߟ) can be expressed 
in terms of the output power (୭୳୲ȁ୆) and efficiency (ߟ஻) of class 
B as ୭୳୲Ȁ ௢ܲ௨௧ȁ஻ ൌ ߟȀߟ஻ ൌ ܩ௏ூሺȲ௣௙ሻ ሺ ? ?ሻ 
Where, ܩ௏ூ is defined as the gain in the product of the current 
and voltage over class B, calculated as ܩ௏ூ ൌ ሺ ? െ ? ?݇ Ȁሺ ?ߨଶሻሻඥሼ ? ൅ ߙଶሽሼ ? ൅ ሺ ? ?ߚଶሻȀሺ ?ߨଶሻሽ ሺ ? ?ሻ 
The power factor (ሺȲ௣௙ሻ), ܩ௏ூ and efficiency with k are 
plotted in Fig. 1 (b). The power factor increases due to a 
reduction of Ȳ௣௙ as k increases, whereas, ܩ௏ூ reduces with k due 
to the reduction of Ai1 with k. The increase in power factor 
compensates for the reduction in ܩ௏ூ resulting in an efficiency 
DQGRXWSXWSRZHUKLJKHUWKDQLQFODVV%-ZDYHIRUPVµ$¶DQG
µ%¶PDUNHGLQ)LJDDFKLHYHDQGKLJKHUHIILFLHQF\
than class J. Not only the efficiency, but also the output power 
of the proposed mode is higher than class J, in proportion to the 
efficiency as revealed by (11). On the other hand, adjustment of 
the loadline to increase efficiency results in a tradeoff with 
output power, which is not the case in this work. In the extreme 
FDVHRIN DQG_Į_ which corresponds to CCF-1_ș2_LVʌ
resulting in the minimum phase difference between the 
fundamental components of the voltage and current, resulting 
in an efficiency of 91% [3]. Ʌଵ, Ʌଶ and ܩ௏ூ increase with 
LQFUHDVH LQ ȕ DV VHHQ IURP  DQG  UHVXOWLQJ LQ higher 
efficiencies in Fig. 1 (b). The increase in ߠଵ results in a lower SRZHUIDFWRUIRUȕ WKDQȕ DVNDSSURDFKHV.  
7KHPD[LPXPDOORZDEOHYDOXHRIȕȕmax) for a given k and 
the contours of efficiency (ߟ) with ĮDQGNZKHQ ȕ ȕmax are 
plotted in Fig. 2. As k increases from 0 to 1, the in-phase 
components (ܣ௜ଵ and ܣ௜ଶGHFUHDVHDQGKHQFHȕmax increases. The 
efficiency can be maintained within 2% over a range of 
waveforms defined by k, ĮDQGȕ The continuum of waveforms 
for k>0, except for CCF-1, have not been previously described. 
5HGXFLQJ _Į_ ZKLOH PDLQWDLQLQJ FRQVWDQW N DQG ȕ UHGXFHV
efficiency and output power because the magnitude of the 
fundamental component of the voltage decreases. Hence, the 
PLQLPXP_Į_UHTXLUHGWRDFKLHYHȘ!increases with increase 
in k due to the reduction of the fundamental component of 
current. Because these waveforms are contiguous with class J 
and CCF-1 with both these classes at extremities, the linearity of 
these modes lies in between these two classes.  
III. IMPLEMENTATION AND RESULTS 
A 10 W GaN HEMT from Cree, CGH40010F, is chosen for 
this study. The device is biased in deep class AB mode (Vdsq=28 
V, Idsq=150 mA) and Į ȕ k) = (-0.6,0.3,0.7) are chosen for this 
implementation. The optimal loadline resistance (Ropt) is found 
to be 38.1 ȍ The impedances at fundamental (ܼଵǡ௜௡௧) and 
second harmonic (ܼଶǡ௜௡௧) frequencies, required to maintain the 
waveforms are calculated from ሺ ?ሻ and ሺ ?ሻ, are ܼଵǡ௜௡௧ ൌ ܴ௢௣௧  ? ? ൅ Ƚଶି୧ஏ౦౜ቀሾ ? െ ? ?݇ Ȁሺ ?Ɏଶሻሿඥ ? ൅ሺ ?ȾȀ ?Ɏሻଶቁ ሺ ? ?ሻ ܼଶǡ௜௡௧ ൌ ݅ߙܴ௢௣௧ඥሼ ?ሺ ? െ ݇ሻȀሺ ?ߨሻሽଶ ൅ ሼ ?ߚ െሺ ? ?ߚ݇ሻ ሺ ?ߨଶሻ ? ሽଶ  ሺ ? ?ሻ 
The impedances at the extrinsic plane at 2.6 GHz are 
calculated from ܼଵǡ௜௡௧ and ܼଶǡ௜௡௧. To account for non-idealities 
of the device, the corresponding extrinsic impedances at 
fundamental (ܼଵǡ௘௫௧) and second harmonic (ܼଶǡ௘௫௧) frequencies 
are adjusted from load pull simulations using the vendor model. 
These impedances are plotted in Fig. 3(a). The ratios ȁԱ݉ሺܼଵǡ௜௡௧ሻȀԱ݉ሺܼଶǡ௜௡௧ሻȁ and ȁԱ݉ሺ ?Ȁ ଵܼǡ௜௡௧ሻȀԱ݉ሺ ?Ȁ ଶܼǡ௜௡௧ሻȁ are 
ʌDQGʌ,  neither equal to 3ʌ/8 as in class B/J continuum 
and continuous class F-1; showing a paradigm shift from the 
conventional continuum. The output and input matching 
networks are realized on a 0.762 mm thick R4350B substrate 
using three stub and stepped impedance topologies, 
respectively. The measured impedances are plotted in Fig. 3(a) 
 
Fig. 2. 7KHPD[LPXPDOORZDEOHYDOXHRIȕYVN7KHFRQWRXUVRI efficiency with 
ĮDQGN for ȕ= ȕmax calculated from (11). VDC=1V, Im=1A, and Vk=0V were 
used for this simulation. Shaded regions demonstrate design flexibility in 
comparison to continuous class F-1 and class B/J. 
 
 
 
Fig. 1. (a) Normalized voltage and current waveforms for k=0.5. Voltage and 
current waveforms obtained by setting VDC=1, Im=1, and Vk=0. LSP and RSP 
denote the left-side peaking and right-side peaking respectively. (b) Power 
factor (ሺȲ௣௙ሻ), Current-Voltage gain (ܩ௏ூ), and efficiency as k increases 
from 0 to 1 for ߙ=-1, and ߚ=0.3 and 0.1,  
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3 
and closely match with the target impedances. The photograph 
of the designed amplifier is shown in Fig. 3(b). 
The gain, output power, and DE of the fabricated amplifier 
in Fig. 4(a), demonstrates 79.7% DE and 42.2 dBm output 
power at 2.6 GHz. The intrinsic voltage and current waveforms 
obtained from harmonic balance simulation and from 
theoretical calculation are plotted in Fig. 4(b). The peaking of 
current to the right and the increase of the maximum of 
normalized voltage VDS, in excess of a factor of 2V, reveal the 
manipulation of the second harmonic of both the voltage and 
current waveforms, conforming with theory. The response of 
the amplifier with frequency is plotted in Fig. 5, revealing a near 
flat output power, PAE>58%, and DE>65% over a 600 MHz 
24% fractional bandwidth, despite being designed narrowband 
at 2.6 GHz. Its performance is compared with other state-of-
the-art amplifiers using the same device in Table I. The 
designed amplifier achieves higher or comparable frequency 
weighted efficiency (FE) and delivers higher output power over 
the bandwidth than other amplifiers. Additionally, the design 
methodology presented here requires tuning second harmonic 
only whereas the other works in Table I require impedances up 
to 3rd harmonic whilst designing the matching network.    
IV. CONCLUSION 
A new theoretical formulation for the current and voltage 
waveforms achieving efficiency ranging from that of class B to 
class F-1 is proposed in this letter. Assisted by second harmonic 
manipulation, the mismatch in the phases of fundamental 
components of voltage and current of these waveforms is lower 
than in class J. An amplifier designed based on the proposed 
waveforms achieves 79.7% DE and 42.2 dBm output power at 
2.6 GHz. A major implication of the proposed continuum is a 
wide design space available to designers with simultaneous 
high efficiency and output power in comparison to continuous 
class F-1 or class BJ, thus easing amplifier design.   
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TABLE I 
COMPARISON OF THE DESIGNED AMPLIFIER WITH THE STATE-OF-THE-ART 
AMPLIFIERS USING CGH40010F REPORTED IN THE LITERATURE. 
Ref. Mode 
No. of 
harm. 
tuned 
Bandwidth 
(GHz, %) 
Output 
power 
(dBm) 
DE (AE) 
%,(%) FE 
[4] CCF 3 0.55 - 1.1, 66.7 39.3-41.2 65-80 (74) 70.5 
[5] CCF/F-1 3 0.4-2.3, 140.7 39-42 62.3-80.5 (71) 76.5 
[6] CCF 3 1.45-2.45, 51.3 40.4-42.3 70-81 (75.9) 89.7 
[7] SCIM 3 2.4-3.9, 47.6 39.63-41.4 62-75 (68.1) 90.7 
[8] SCM 3 1.6-2.8, 54.6 40-42.5 67.5-81.9 (76.4) 92.5 
T.W. BJF-1 2 2.2-2.8, 24.0 41-43 65.9-79.7 (73.4) 92.4 
AE = Average Efficiency, FE=AE*ඥܥ݁݊ݐ݁ݎܨݎ݁ݍǤ ሺ݅݊ܩܪݖሻర , HT = harmonic 
tuned, SCM = series of continuous modes, SCIM=Series of inverse 
continuous modes, CCF/F-1 = Continuous class F/F-1,  T.W.= This Work 
 
 
 
Fig. 4. (a) The measured and simulated gain, output power (Pout), and drain 
efficiency (DE) of the designed amplifier. (b) The intrinsic voltage and current 
waveforms from the simulation and the theoretical waveforms. The voltage 
and current are normalized to VDC and Im respectively. VDC=28 V, Vk=2 V, and 
Ropt=38.1 ȍ were used for the calculation of IDS and VDS. 
 
 
 
Fig. 3. (a) Calculated, target, and measured impedances at ZL1,int and ZL2,int of 
the output matching network. Target and realized impedances at ZL1,ext and 
ZL2,ext at the extrinsic plane. The measured source impedance (ZS1,ext) at 
2.6GHz of the input matching network. (b) Photograph of the designed 
amplifier 
 
 
 
Fig. 5. Measured peak PAE, peak DE, Maximum Output power, and Gain of 
the designed amplifier with frequency over 3dB bandwidth. 
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